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Adhesive, Paste & Filler 
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Technical data  
 
Application:  
Brush, roller or spray. 
Wall Paint 07 is strained for high-pressure 
spraying. 
 
Finish:  
Approx. 7 (silk matt)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 1 hour (20�C)  
Can be painted over after approx. 3 hours.  
 
Density:  
Approx. 1.30  
 
Dry content by volume:  
Approx. 36 %.  
 
Dilution / cleaning:  
Water  

Product description  
 
Wall Paint 07 is intended for painting ceilings and walls in-
doors.  
 
Wall paint 07 is based on acrylic latex, and forms a robust, 
hard-wearing surface with good opacity.  
 
 
 

Directions for use  
 
Unpainted surfaces:  
Fill and sand, and then apply two coats of Wall Paint 07.  
 
Previously painted surfaces:  
Clean with Landora Pre-Paint Cleaner, fill uneven areas and 
sand them. Then apply two coats of Wall Paint 07. 
Plastered and distempered surfaces must be washed down 
completely before painting. 

Product data - Wall Paint 07  

Package sizes:  
White 2.5, 4 and 10 litres.  
Colours 2.5 litres  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray 
Wall Paint 20 is strained for high-pressure 
spraying. 
 
Finish:  
Approx. 20 (semi-matt)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 1 hour (20�C)  
Can be painted over after approx. 3 hours.  
 
Density:  
Approx. 1.29  
 
Dry content by volume:  
Approx. 39 %.  
 
Dilution / cleaning:  
Water  

Product description  
 
Wall Paint 20 is intended for painting ceilings and walls in-
doors.  
 
Wall paint 20 is based on acrylic latex, and forms a robust, 
hard-wearing surface with good opacity. Wall Paint 20 is 
slightly glossier, and is therefore easy to clean - excellent for 
halls and corridors.  
 
 
 

Directions for use  
 
Unpainted surfaces:  
Fill and sand, and then apply two coats of Wall Paint 20.  
 
Previously painted surfaces:  
Clean with Landora Pre-Paint Cleaner, fill uneven areas and 
sand them. Then apply two coats of Wall Paint 20.  
Plastered and distempered surfaces must be washed down 
completely before painting.  

Product data - Wall Paint 20 

Package sizes:  
Landora Wall Paint 20 is available in 2.5 and 10 litre  
containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Approx. 2 (fully matt)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 1 hour (20� C) Can be painted over 
after approx. 3 hours.  
 
Density:  
Approx. 1.60  
 
Dry content by volume:  
Approx. 36 %.  
 
Dilution / cleaning:  
Water  

Product description  
Basement & Storeroom paint is acrylic latex for painting 
basements, garages and storerooms. 
Basement & Storeroom paint is suitable for painting con-
crete, plaster, light concrete and plasterboard. 
 
The paint is breathable, and allows diffusion. 
 
 
 
 

Directions for use  
 
Unpainted surfaces:  
Clean and apply two coats of Basement & Storeroom paint.  
 
Previously painted surfaces:  
Clean with Landora Pre-Paint Cleaner and apply two coats 
of Basement & Storeroom paint. 
Plastered and distempered surfaces must be washed down 
completely before painting. 
 
NB! The covering power of the paint does not appear fully 
until it is completely dry. 
 

Product data - Basement & Storeroom   

Package sizes:  
4 and 10 litres  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray 
Ceiling paint is strained for high-pressure 
spraying. 
 
Finish:  
Approx. 3 (matt).  
 
Coverage:  
Approx. 6m²/ litre  
 
Drying time:  
Approx. 1 hour (20�C) Can be painted over 
after approx. 3 hours.  
 
Density:  
Approx. 1.51  
 
Dry content by volume:  
Approx. 38%.  
 
Dilution / cleaning:  
Water  

 

Product description  
 
Landora Ceiling Paint 03 is intended for painting ceilings 
and walls indoors.  
 
Ceiling paint 03 is based on acrylic latex, and forms a ro-
bust, hard-wearing surface with good opacity.  
 
 

Directions for use  
 
Unpainted surfaces : 
Fill and sand, and then apply two generous coats of Ceiling 
Paint 03.  
 
Previously painted surfaces: Clean with Landora Pre-
Paint Cleaner, fill uneven areas and sand them. Then apply 
two coats of Ceiling Paint 03.  
 
Plastered and distempered surfaces must be washed down 
completely before painting.  

Product data - Ceiling Paint 03 

Package sizes:  
Ceiling Paint is available 4 and 10 litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
3 (matt)  
 
Coverage:  
5-8 m²/litre.  
 
Drying time:  
1-2 hours. Can be painted over after 6 
hours. (20�C)  
 
Density:  
1.42  
 
Dry content by volume:  
47 %  
 
Dilution / cleaning:  
Water  

Product description  
 
Landora Stain Blocker is a water-based alkyd emulsion 
paint that has been specially formulated for painting on dis-
coloured surfaces, with stains from e.g. nicotine, damp or 
fire damage.  
 
Landora Stain Blocker is equally suitable on walls or ceil-
ings. It serves well as both primer and top coat. It forms an 
even, matt surface with very good opacity.  
 
 

Directions for use  
 
Clean the surface thoroughly with Pre-Paint Cleaner and 
scrape away loose paint. Apply filler to uneven and dam-
aged areas. Sand even and apply two coats of paint, de-
pending on the extent of the damage.  

Product data - Stain Blocker   

Package sizes:  
Stain Blocker is available 1 and 4 litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Approx. 50 (semi-gloss)  
 
Coverage:  
Approx. 5-8 m²/ litre  
 
Drying time:  
Approx. 1 hour (20�C) Can be painted over 
after approx. 6 hours.  
 
Density:  
Approx. 1.26  
 
Dry content by volume:  
Approx. 38%.  
 
Dilution / cleaning:  
Water  

Product description 
  
Kitchen & Bathroom paint is an acrylic-based paint intended 
for walls and ceilings in bathrooms, laundry rooms and simi-
lar, as well as other rooms that require an extremely durable 
and hard-wearing surface. It provides a dense coat of paint 
that prevents water penetration.  
 
 

 
Directions for use  
 
Wet rooms:  
Clean the surface using Landora Pre-Paint Cleaner. 
In showers and over wash basins, clean with lime remover. 
Fill in uneven areas using wet room filler and sand it down, 
prime with Landora Wet Room Primer and apply two coats 
of Kitchen & Bathroom Paint.  
When painting PVC-covered walls, the surface must be 
thoroughly cleaned with methylated spirits to remove any 
softening agent residues.  
 
NB! The paint film is not fully waterproof until approx. a 
week after application, so it should not be drenched with 
large quantities of water. 
  
Other rooms:  
Clean the surface thoroughly and then apply two coats of 
Kitchen & Bathroom paint. 

Product data - Kitchen & Bathroom 50   

Package sizes:  
1 and 2.5 litres  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Approx. 10  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 1 hour (20�C)  
Can be painted over after approx. 6 hours.  
 
Density:  
Approx. 1.31  
 
Dry content by volume:  
Approx. 38%.  
 
Dilution / cleaning:  
Water  
 
Note:  
Wet Room Primer has a bluish colour.  

Product description  
 
Wet Room Primer is an acrylic-based primer for use on ceil-
ings and walls in bathrooms, laundry rooms and the like.  
Wet Room Primer adheres very well to most underlying sur-
faces, and is intended for use together with Landora Kitchen 
& Bathroom Paint.  
 
 
 

Directions for use  
 
Clean the surface using Pre-Paint Cleaner. In showers and 
over wash basins, clean with lime remover.  
Fill in uneven areas using wet room filler and sand it down, 
prime with Landora Wet Room Primer and apply two coats 
of Kitchen & Bathroom Paint.  
NB! When painting PVC-covered walls, the surface must be 
thoroughly cleaned with methylated spirits to remove any 
softening agent residues.  

Product data - Wet Room Primer 

Package sizes:  
1 and 2.5 litres  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Matt  
 
Coverage:  
Approx. 5-8 m²/ litre  
 
Drying time:  
Surface dry after approx. 3 hours (20°C) 
Can be painted over after approx. 8 hours. 
These times apply at 20°C, and drying time 
is longer at lower temperatures. 
 
Density:  
Approx. 1.38  
 
Dry content by volume:  
Approx. 38%.  
 
Dilution / cleaning:  
Landora Aliphatic naphtha  

Product description  
 
This is an adhesive primer for indoor woodwork. It has ex-
cellent adhesion to e.g. laminated boards, tiles, factory-
painted surfaces etc.  
Universal Primer is intended for use together with all Lan-
dora gloss paints.  
 
 

Directions for use  
 
Previously painted surfaces:  
Clean the surface with Landora Pre-paint Cleaner. 
Fill and sand rough areas. 
Apply Universal Primer, and sand if necessary. 
 
Untreated surfaces:  
Clean carefully, and sand shiny surfaces lightly, then apply 
Universal Primer.  

Product data - Universal Primer 

Package sizes:  
Universal Primer is available in 0.33, 1 and 2.5 litre  
containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
Matt  
 
Coverage:  
6-8 m²/litre.  
 
Drying time:  
Approximately 1 hour at 20 ºC, can be 
painted over after approximately 4 hours.  
 
Density:  
Approx. 1.3  
 
Dry content by volume:  
Approx. 37 %.  
 
Dilution / cleaning:  
Water  

Product description  
 
Primer W is a water-based primer for indoor woodwork. It is 
fast drying and adheres very well to most surfaces.  
 
Primer W can be painted over with either water-based or 
white-spirit-based enamel paint.  
 

Directions for use  
 
New surfaces:  
Clean the surface carefully to remove grease and dirt. Paint 
over any knots with Landora Knotting Varnish. Smooth out 
any roughness with Landora Interior Timber Filler. Sand the 
surface with fine sandpaper. Prime with a generous applica-
tion of Primer W. Give highly absorbent surfaces two coats. 
Roughen the surface a little with fine sandpaper. Apply a top 
coat of Landora Gloss Finish or Landora Gloss Finish V in 
the desired colour.  
 
Previously painted surfaces:  
Clean the surface carefully with Pre-paint Cleaner.  Scrape 
away any loose paint. 
To achieve the most even surface possible, the primer must 
be applied generously. 
It can be painted over after approx. 4 hours, depending on 
the temperature and air humidity.  
Roughen the surface a little with fine sandpaper.  
Apply a top coat of Landora Gloss Finish or Landora Gloss 
Finish V in the desired colour. 

Product data - Primer W 

Package sizes:  
Primer W is available in 0.33, 0,75 and 2.5 litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Fine varnish brush  
 
Finish:  
Semi-gloss  
 
Coverage:  
Untreated wood approx. 6 m2/litre. previously 
painted wood approx. 10 m2/litre.  
 
Drying time:  
Approx. 1 hour (20�C) Can be painted over after 
approx. 3 hours.  
 
Density:  
Approx. 1.05  
 
Dilution / cleaning:  
Water  

 
 
 
 
 
 
 
 
 
 
 

Product description  
 
Interior Wood Stain is a water-based semi-gloss glaze with 
very good adhesion and a hard wearing surface. Interior 
Wood Stain can be used for indoor glazing of furniture, 
woodwork, panels, beading, wood fittings etc. Interior Wood 
Stain is primarily intended for bare wood surfaces, but can 
also be used on previously painted surfaces.  
 
 

Directions for use  
 
New surfaces:  
Before staining bare wood surfaces, sand the surface care-
fully in the direction of the fibres. It is important to apply the 
stain to an even, sanded surface, since any unevenness will 
stand out clearly after staining. Then make sure that all 
sanding dust is removed. Use a glazing brush to apply Inte-
rior Wood Stain evenly over the entire surface in the direc-
tion of the wood fibres. The colour of the final result de-
pends on the colour of the wood and its capacity for absorb-
ing the stain. Several treatments will give a darker colour.  
 
Previously painted surfaces:  
Prime with Landora Universal Primer, Landora Primer W or 
Landora Semi-gloss Finish to the desired base colour. The 
final result depends on the base colour. Allow the primer to 
dry for at least 24 hours before staining with Interior wood 
Stain. Use a glazing brush to apply it evenly over the entire 
surface in the same direction as the primer. Avoid overlaps.  

Product data - Interior Wood Stain 

Package sizes:  
Landora Interior Wood Stain is available in 0.33 litre con-
tainers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
30 (semi-gloss)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 5 hours (20�C). 
Can be painted over after approx. 12 hours. 
These times apply at 20°C, and drying time 
is longer at lower temperatures. 
 
Density:  
Approx. 1.25  
 
Dry content by volume:  
Approx. 52 %.  
 
Dilution / cleaning:  
Landora Aliphatic naphtha  
 
 

Product description  
 
Semi-gloss Finish is a thixotropic paint with a good body for 
indoor painting of doors, windows, furniture, woodwork and 
metal plate and  iron fittings etc.  

 
Directions for use  
 
Unpainted surfaces:  
Clean thoroughly and prime with Landora Universal Primer 
or Primer W. Fill and sand uneven areas, and apply 2 coats 
of semi-gloss Finish.  
 
Previously painted surfaces: Clean the surface with Lan-
dora Pre-paint Cleaner. Scrape away loose paint, then con-
tinue as for unpainted surfaces.  

Product data - Semi-Gloss Finish 

Package sizes:  
White: 1 litre and 2.5 litre  
Antique White 02: 1 litre 

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
90 (gloss)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 5 hours (20�C). 
Can be painted over after approx. 12 hours. 
These times apply at 20°C, and drying time 
is longer at lower temperatures. 
 
Density:  
Approx. 1.20  
 
Dry content by volume:  
Approx. 37 %.  
 
Dilution / cleaning:  
Landora Aliphatic naphtha  

Product description  
 
High Gloss Finish is a thixotropic paint with a good body for 
painting doors, windows, furniture, woodwork and metal 
plate and iron fittings etc. High Gloss Finish is suitable for 
painting indoors and outdoors.  

 
 
Directions for use  
 
Unpainted surfaces:  
Prime with Landora Universal Primer or Landora Primer W. 
Fill and sand uneven areas, then apply 2 coats of High 
Gloss Finish.  
 
Previously painted surfaces: Clean with Landora Pre-
Paint Cleaner indoors or Landora Algae & Mildew Remover 
outdoors. Scrape away loose paint, then continue as for 
unpainted surfaces.  

Product data - High Gloss Finish 

Package sizes:  
White: 1 litre and 2.5 litre  
Antique White 02: 1 litre  
Other colours: 0.33 litre  

 

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Approx. 40 (semi-gloss)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approximately 1-2 hours (20 ºC). Can be 
painted over after approximately 6 hours  
 
Density:  
Approx. 1.25  
 
Dry content by volume:  
Approx. 36%.  
 
Dilution / cleaning:  
Water  
 
 

Product description  
 
Semi-gloss Finish W is enamel paint for use on woodwork 
indoors. 
Semi-gloss Finish W provides a hard-wearing surface that 
will not yellow. 
Semi-gloss Finish W has excellent adhesion to most sur-
faces. 
 
 
 
 

Directions for use  
 
Clean the surface carefully. Treat previously painted sur-
faces  with Landora Paint Cleaner and rinse off with water. 
Prime with Landora Primer W. Then apply two coats of Semi
-gloss Finish W.  
 
For best results, apply the paint in a smooth, even motion 
with a roller or good quality synthetic brush. The surface 
dries quickly, so avoid going back over already painted ar-
eas with your roller or brush.  
 
NB! Remove any masking tape before the paint dries.  

Product data - Semi-gloss Finish W 

Package sizes:  
0.33 litre, 0,75 litre and 2.5 litres  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Approx. 80 (glossy)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 1-2 hours (20�C). Can be painted 
over after approx. 6 hours.  
 
Density:  
Approx. 1.25  
 
Dry content by volume:  
Approx. 36%.  
 
Dilution / cleaning:  
Water  
 
 

Product description  
 
High-Gloss Finish W is a water-based enamel paint for use 
on woodwork indoors.  
High-Gloss Finish W provides a hard-wearing surface that 
will not yellow.  
High-Gloss Finish W has excellent adhesion to most sur-
faces. 
 
 
 
 

Directions for use  
 
Clean the surface carefully. Treat previously painted sur-
faces  with Landora Pre-paint Cleaner. Prime with Landora 
Primer W. Then apply two coats of High-Gloss Finish W.  
 
For best results, apply the paint in a smooth, even motion 
with a roller or good quality synthetic brush. The surface 
dries quickly, so avoid going back over already painted ar-
eas with your roller or brush.  
 
NB! Remove any masking tape before the paint dries.  

Product data - High Gloss Finish W 

Package sizes:  
0.33 litre, 0,75 litre and 2.5 litres  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Synthetic varnish brush.  
 
Finish:  
Semi-gloss (25)  
 
Coverage:  
8-10 m²/litre.  
 
Drying time:  
Approx. 1 hour (20�C)  
Can be painted over after approx. 2 hours.  
 
Dilution / cleaning:  
Water  

Product description  
 
Landora Clear Varnish can be used as protective var-
nish on furniture, woodwork, panels, wood fittings etc. 
The varnish can also be used where an extra hard-
wearing surface is required, e.g. on chairs.  
 

Directions for use  
 
The surface to be varnished must be clean and dry.  
Apply two generous coats of Clear Varnish. Sand lightly 
between applications.  
 
NB. The varnish is not fully hard wearing until a week after 
application, and the varnished surface should not be sub-
jected to heavy wear during the first week.  

Product data - Clear Varnish 

Package sizes:  
Clear Varnish is available in 0.33 litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
30 (semi-gloss)  
 
Coverage:  
Approx. 6-9 m²/ litre  
 
Drying time:  
Approx. 6 hours (20�C). 
Can be painted over after approx. 24 hours. 
The drying times apply at 20°C, and drying 
time is longer at lower temperatures. 
 
Density:  
Approx. 0.92  
 
Dry content by volume:  
Approx. 49 %.  
 
Dilution / cleaning:  
White spirits free from aromatic hydrocar-
bons  

Product description  
 
Universal Semi-gloss Lacquer is suitable for indoor use.  
Universal Semi-gloss Lacquer is well suited for varnishing 
floors (wood or concrete), doors, panels, furniture etc.  
Universal Semi-gloss Lacquer is based on urethane alkyd, 
and forms a very hard-wearing and robust surface.  
 
 
 

Directions for use  
 
Clean the underlying surface carefully. It is especially impor-
tant to remove grease stains and the like from concrete 
floors. 
Prime previously untreated surfaces with diluted Universal 
Semi-gloss Lacquer. 
For priming, dilute with 50% aliphatic naphtha for concrete 
and with 10% aliphatic naphtha for bare wood surfaces. 
If necessary, sand lightly between coats with fine sandpa-
per. 
Apply two coats of Universal Semi-gloss Lacquer. 

Product data - Universal Semi-gloss Lacquer (30) 

Package sizes:  
0.75 litre and 2.5 litres  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
90 (high gloss)  
 
Coverage:  
Approx. 6-9 m²/ litre  
 
Drying time:  
Approx. 6 hours (20�C). 
Can be painted over after approx. 24 hours. 
The drying times apply at 20°C, and drying 
time is longer at lower temperatures. 
 
Density:  
Approx. 0.90  
 
Dry content by volume:  
Approx. 49 %.  
 
Dilution / cleaning:  
White spirits free from aromatic hydrocar-
bons  

Product description  
 
Universal High-Gloss Lacquer is suitable for indoor and out-
door use. Universal High-Gloss Lacquer is well suited for 
varnishing floors (concrete or wood), doors, panels, furniture 
etc. Universal High-Gloss Lacquer is based on urethane 
alkyd, and forms a very hard-wearing and robust surface.  
 
 
 

Directions for use  
 
Clean the underlying surface carefully. It is especially impor-
tant to remove grease stains and the like from concrete 
floors. 
Prime previously untreated surfaces with diluted Universal 
High Gloss Lacquer. 
For priming, dilute with 50% aliphatic naphtha for concrete 
and with 10% aliphatic naphtha for bare wood surfaces. 
If necessary, sand lightly between coats with fine sandpa-
per. 
Apply two coats of Universal High Gloss Lacquer. 

Product data - Universal High-Gloss Lacquer (90) 

Package sizes:  
0.75 litre  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
20 (eggshell)  
 
Coverage:  
Approx. 8m²/ litre  
 
Drying time:  
Approximately 1 hour. Can be painted over 
after 2 hours.  
 
Density:  
Approx. 1.05  
 
Dry content by volume:  
Approx. 40 %.  
 
Dilution / cleaning:  
Water  
 
 
 
 
 

Product description  
 
Panel Varnish 20 is a semi matt acrylic latex-based varnish 
for use on wood panels indoors. 
Panel Varnish 20 is also suitable as protective varnish on 
tiles, concrete, plaster and wallpaper. 
Panel Varnish 20 provides a highly light-stable surface and 
withstands water, grease and household chemicals well. 
 

Directions for use  
 
Clean the underlying surface carefully. Apply a single coat 
of Panel Varnish 20. Sand lightly after the first coat with fine 
sandpaper, and then apply a top coat of Panel Varnish 20. 
 
NB! Stir the paint well before and during use. 
For best results, apply with long, even strokes along the full 
length of the panel, and avoid overlaps. 

Product data - Panel Varnish 

Package sizes:  
Panel Varnish is available 1 and 2.5 litre containers.  
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Technical data  
 
Application:  
Brush or roller.  
 
Drying time:  
2 hours. Can be painted over after approx. 
24 hours.  
 
Density:  
Approx. 1.05  
 
Cleaning:  
Water  
 
 
 

Product description  
 
Landora Knotting Varnish is water based and used for cov-
ering knots before wood panels and strips are given a cover 
coat. Knotting Varnish prevents knots and resinous wood 
from bleeding through and discolouring subsequent layers 
of paint or varnish.  
 
 

Directions for use  
 
The surface to be varnished, i.e. the knot, must be clean. 
Remove large extrusions of resin with a knife or heat gun 
and then even out with filler. Wipe away smaller areas with 
methylated spirits or thinner. 
 
Apply 2 generous coats of Knotting Varnish, or for best re-
sults, several thin layers. 
The more thin layers, the better protection against bleeding 
through. 
 
Landora Knotting Varnish can be painted over with water-
based or solvent-based primers and interior paints. 

Product data - Knotting Varnish 

Package sizes:  
Knotting Oil is available in 0.75 litre containers.  
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Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Approx. 40 (semi-gloss)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 1-2 hours (20�C). Can be painted 
over after approx. 10 hours.  
 
Density:  
Approx. 1.25  
 
Dry content by volume:  
Approx. 38%.  
 
Dilution / cleaning:  
Water  

Product description  
 
Landora Radiator Paint is a water-based enamel paint for 
use on building elements indoors. 
Enamel paint provides a hard-wearing semi-gloss surface 
that will not yellow. 
Enamel paint adheres very well to most surfaces. 
 
 

Directions for use  
 
Clean the surface carefully. Treat previously painted sur-
faces  with Landora Pre-paint Cleaner. Apply two coats. For 
best results, Radiator Paint should be applied generously 
with a synthetic varnish brush. Landora Semi-gloss Finish is 
recommended for painting copper pipes. Sandblasted sur-
faces should be primed with two coats of Landora Universal 
Primer. Then apply two generous top coats.  

Product data - Radiator Paint 

Package sizes:  
Radiator Paint is available in 0.75 litre containers.  
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Technical data  
 
Application:  
Brush or roller  
 
Finish:  
60 (gloss)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Dust dry approx. 2 hours (20°C). Next coat 
can be applied after approx. 12 hours.  
 
Density:  
Approx. 1.2  
 
Dry content by volume:  
Approx. 45 %.  
 
Dilution / cleaning: Water  
 
 
Note:  
Do not expose the floor to heavy use for the 
first week. Do not paint cold floors or at low 
room temperatures (below + 15 °C).  
Do not paint damp concrete floors.  

Product description  
 
Floor Paint W is intended for wood and concrete floors (and 
certain types of plastic flooring) indoors. Floor Paint W can 
be used in most rooms with normal wear, e.g. basements, 
laundry rooms and stairs. Not suitable for garages.  
 
 

Directions for use  
 
Proper cleaning is extremely important before applying Floor 
Paint W. Carefully remove all spillages, grease stains, dust, 
etc. The floor must be completely dry before painting.  
Apply the paint generously, e.g. by pouring it out and 
spreading evenly.  
 
Untreated concrete floors:  
The concrete must be completely hardened right through. 
Clean the surface to be painted with Pre-paint Cleaner, and 
grind away any  concrete skin. Remove grease stains with 
white spirit. 
Apply two coats of Floor Paint W. 
 
Untreated wood floors:  
Sand and clean carefully, and apply two generous coats of  
Floor Paint  
V. Sand lightly between applications.  
 
Previously treated floors:  
Remove loose paint. Lightly sand any areas that are still 
smooth. Clean the surface carefully using Landora Pre-paint 
Cleaner. Apply two coats of undiluted Floor Paint W.  

Product data - Floor Paint W 

Package sizes:  
1 and 2,5 litres  
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Technical data  
 
Application:  
Brush or roller.  
 
Finish:  
Approx. 30 (semi-gloss)  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Dust dry: after approx. 1 hour. Can be 
painted over after approx. 3 hours. Wait at 
least a week before laying any carpets.  
 
Density:  
Approx. 1.1  
 
Dry content by volume:  
34 %  
 
Dilution / cleaning:  
Water.  

Product description  
 
Landora Floor Lacquer W is water-based varnish that pro-
vides a hard, wear-resistant surface. This varnish is there-
fore ideal for parquet and wood floors, but also for varnish-
ing doors, lintels and other woodwork indoors.  
 
 

Directions for use  
 
Previously varnished surfaces:  
 
Clean carefully and remove any floor polish.  
Roughen the surface with fine sandpaper. Vacuum clean 
thoroughly.  
Apply two generous coats of varnish. The second coat can 
be applied after approximately 3 hours. 
If your parquet floor has been varnished industrially, 
sand and vanish a small trial area to assess the adhe-
sion. 
 
 
New and bare wood surfaces:  
Sand the surface with fine sandpaper. Vacuum the floor 
thoroughly and wipe over thoroughly.  
Varnish generously and allow to dry for 24 hours.  
Sand away any raised fibres with fine sandpaper.  
Vacuum clean carefully before applying 1-2 coats of varnish.  
 
NB! Stir thoroughly before applying and at intervals 
while you are working.  
 
NB. Landora Floor Lacquer W is not fully hard wearing until 
a week after application, and therefore carpets should not 
be laid and heavy wear should be avoided during the first 
week. 

Product data - Floor Lacquer W 

Package sizes:  
Floor Lacquer W is available in 1 and 2.5 litre containers.  
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Technical data  
 
Application  
Brush or rag. 
Polish off with a soft cotton cloth. 
 
Coverage:  
Approx. 5-8 m²/ litre depending on the ab-
sorbency of the wood.  
 
Dry content:  
47 %  
 
Drying time:  
At least 24 hours (20°C)  
 
Density:  
Approx. 0.83  
 
Dilution / cleaning: White spirits free from 
aromatic hydrocarbons  
 
 
NB! Used rags, cotton waste etc. can self-
ignite, and must be dealt with safely, e.g. 
under water. 

Product description  
 
Floor and Furniture Oil is  based on linseed oil and China 
wood oil. China wood oil has many excellent qualities, in-
cluding a unique water-repellent capacity. This floor oil is 
specially formulated for sanded and untreated floors in-
doors. After treatment the floor has an attractive lustre and a 
water-repellent surface that protects the wood. For wooden 
balconies and similar outdoor floor surfaces, Landora Wood 
Oil 30 is recommended.  
 
 

Directions for use  
 
Preparation   
For best results, clean the floor very thoroughly to remove 
dust and loose particles. If necessary, sand the floor and 
and remove all sanding dust. First it is recommended that 
areas subjected to hard wear, such as thresholds, should be 
oiled with floor oil diluted with 50% white spirits to provide 
extra protection.  
Oiling  
Spread the floor oil with a brush or cotton waste. Take care 
not to oil too large a surface al at once. Approx. 10 m2 is a 
suitable area. Allow the oil to penetrate for about 20 minutes 
and then repeat the treatment once or twice depending on 
the floor surface. The floor should be saturated and should 
not be able to absorb more oil. Carefully wipe away all sur-
plus oil and then polish the floor with a soft cotton cloth to 
bring out its lustre. Allow the floor to dry for at least 24 
hours.  
After oiling  
Do not subject the floor to wear and protect exposed areas 
for a few days after oiling. To increase the life of the oiled 
floor, areas that are worn can be given an after-treatment 
(after several months) with floor oil diluted with 50% white 
spirits. Wipe away excess oil after approx. 20 minutes and 
polish off.  

Product data - Floor and Furniture Oil 

Package sizes:  
Floor and Furniture Oil is available in 1 litre  
containers  
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Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
Semi-gloss  
 
Coverage:  
Un-planed wood approx. 5-7 m²/ litre 
Planed wood: 7-9 m²/litre. 
Previously painted wood: 6-10 m²/litre. 
 
Drying time:  
Approx. 12 hours (20�C).  
Can be painted over after 24 hours.  
 
Density:  
Approx. 1.25  
 
Dry content by volume:  
54 %  
 
Dilution / cleaning:  
White spirits free from aromatic hydrocar-
bons  
 
NB! Slight differences in the colour may be 
seen from one batch to another, and it is 
therefore advisable to mix paint from tins 
with different batch numbers together.  

Product description  
 
Oil paint is a thixotropic alkyd oil paint for painting wood 
outdoors. Oil paint contains a combination of  linseed oil and 
alkyd, so the colour is easy to work with and at the same 
time penetrates well into the wood surface. The paint has 
good covering power, is weather-resistant and light stable. 
Landora Oil Paint is suitable for painting façades , wind 
bracing, woodwork, fences, windows and metal fittings.  
 
 

Directions for use  
 
New surfaces:  
Clean and oil with Priming Oil W. Prime with Wood Primer 
W. Apply two top coats of Landora Oil Paint.  
 
Previously painted surfaces:  
Clean with Algae & Mildew Remover and scrape away loose 
paint. 
Prime bare wood areas as new wood. Apply two coats of 
Landora Oil Paint. 
 
Oil Paint is not recommended for painting over acrylic 
paints. 
Do not paint surfaces that have been warmed by the sun, or 
in strong sunshine, and always place the paint tin in the 
shade while you are painting. 
Do not allow the paint to become too warm or thin. Do not 
paint late in the day. 

Product data - Oil Paint    

Package sizes:  
Oil Paint is available 1, 4 and 10 litre containers.  
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Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
Semi-matt  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 2 hours (20�C).  
Can be painted over after approx. 6 hours.  
 
Density:  
Approx. 1.26  
 
Dry content by volume:  
Approx. 38%.  
 
Dilution / cleaning:  
Water  
 
NB! Slight differences in the colour may be 
seen from one batch to another, and it is 
therefore advisable to mix paint from tins 
with different batch numbers together.  

Product description  
 
Landora Exterior Acrylic Finish is a modern, water-based 
paint with a new generation of acrylic binder designed for 
painted and untreated façades and other surfaces of wood, 
concrete or metal.  
The paint forms a weather-resistant, light-stable and water-
repellent surface that retains its colour and shine. Correctly 
applied, the paint will last for up to 15 years. Do not use this 
paint on window frames.  
 
The paint can also be used indoors.  
 
 
 

Directions for use  
 
New wood, untreated wood, cross-cut wood, joints, n ail 
heads:  
Prime with Landora Priming Oil W. Remember to oil cross-
cut wood extra generously. 
All wood should then be primed using Landora Wood Primer 
W. 
Apply two coats of Exterior Acrylic Finish. 
 
Previously painted surfaces:  
Remove any old loose, flaking paint. Clean with Landora 
Algae & Mildew Remover. Allow the surface to dry fully be-
fore any further treatment. Prime bare wood surfaces with 
Landora Priming Oil W. Apply two coats of Landora Exterior 
Acrylic Finish.  
NB! The surface to be painted must be completely dry. Do 
not paint at temperatures lower than + 12°C, on sur faces 
warmed by the sun, or late in the day.  

Product data - Exterior Acrylic Finish 

Package sizes:  
Landora Exterior Acrylic Finish is available 1, 4 and 10 litre 
containers.  
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Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
Matt  
 
Coverage:  
Approx. 6m²/ litre  
 
Drying time:  
Approx. 4 hours (20�C). Can be painted over 
after 12 hours.  
 
Density:  
Approx. 1.2  
 
Dry content by volume:  
37 %  
 
Dilution / cleaning:  
Water  
 
 
NB! Slight differences in the colour may be 
seen from one batch to another, and it is 
therefore advisable to mix paint from tins 
with different batch numbers together.  

Product description  
 
Landora Masonry Paint W is intended for façades and 
plinths in plaster, concrete or asbestos cement sheeting. 
The paint allows diffusion, so that the material beneath it 
can breathe, and this reduces the risk of cracking due to 
frost. The product is based on a Pliolite-type binder.  
Landora Masonry Paint W retains its colour even after long 
exposure to strong light. Landora Masonry Paint W is also 
suitable for painting plastered surfaces indoors, and on 
stoves, fireplaces and wall sections. Can be applied to sur-
faces previously painted with silicate paint.  
 
 

Directions for use  
 
Unpainted plaster and concrete:  
Brush away loose particles carefully. Repair any cracks and 
holes. 
If the surface is highly absorbent, pre-treat with Masonry 
Paint W diluted with 20% water.  
Apply two covering coats of Landora Masonry Paint W. 
 
Previously painted surfaces:  
Remove loose plaster and paint. Repair any cracks and 
holes. 
Wash down with Algae & Mildew Remover. 
Brush away loosely attached particles carefully. Repair any 
cracks and holes. 
If the surface is highly absorbent, pre-treat with Masonry 
Paint W diluted with 20% water. 
Apply two covering coats of Landora Masonry Paint W. 
 
NB! New plaster must be allowed to dry for 4-6 weeks be-
fore painting. 
Do not paint on surfaces warmed by the sun, or late in the 
day. If you use several tubs, mix the contents in a larger tub 
to avoid variations in the shade of colour. If it is necessary to 
interrupt painting, stop at a corner or joint. 

Product data - Masonry Paint W 

Package sizes:  
Masonry Paint is available 1, 4 and 10 litre containers.  
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Technical data  
 
Application:  
Brush  
 
Finish:  
Semi-gloss  
 
Coverage:  
Planed wood: approx. 6-8m²/ litre Un-planed 
wood: 4-5 m²/litre.  
 
Drying time:  
approx. 6-8 hours (20�C). Can be painted over 
after approx. 24 hours.  
 
Density:  
Approx. 1.05  
 
Dry content by volume:  
Approx. 32 %.  
 
Dilution / cleaning:  
Water 
 
NB. The final shade depends on the absorbency 
of the underlying surface and the number of treat-
ments. 
If a lighter colour is required, it is advisable to 
dilute with Exterior Wood Stain W Colourless. 

Product description  
 
Exterior Wood Stain W is an alkyd-oil-based, water-borne 
glaze for use on wood outdoors. 
Exterior Wood Stain W highlights the natural structure of the 
wood and at the same time provides a water-repellent sur-
face that prevents cracks from forming in the wood. 
It can also be used indoors. 
 
 
 

Directions for use  
 
New and previously glazed wood:  
Clean thoroughly with Landora Algae & Mildew Remover, 
and glaze at least twice for best protection.  
 
To obtain more even colour, paint first with Outdoor Glaze 
Colourless, and then with the desired colour.  
 
For best results it is important that the surface to be painted 
is dry.  
 
NB!  
The final colour does not appear until the glaze has dried. 
Stir well before use.  
 
 
New, untreated wood must be treated not later than fourteen 
days after it is set up. Do not paint on surfaces warmed by 
the sun, or late in the day if there is a risk of dew. If you use 
several containers, mix the contents to avoid variations in 
the shade of colour. If painting is interrupted, stop at a cor-
ner or joint.  

Product data - Exterior Wood Stain W 

Package sizes:  
Exterior Wood Stain W is available in 1 and 4 litre contain-
ers  
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Technical data  
 
Application:  
Brush or rag.  
 
Coverage:  
6-10 m²/litre depending on the absorbency of the 
wood  
 
Drying time:  
Approx. 20 hours (20�C).  
 
Density:  
Approx. 0.84  
 
Dry content by volume:  
Approx. 42 %.  
 
Cleaning:  
Aliphatic naphtha / white spirit  
 
 

Product description  
 
Landora Deck Varnish is a protective product for impregna-
tion produced with a silicone-reinforced binder. The varnish 
is produced for various types of outdoor decking, and is 
particularly effective on pressure-impregnated woodwork. 
The product contains deep-penetrating oils (among others 
China Wood Oil) and UV-absorbers. The varnish gives the 
surface a medium brown to brown shade, depending on the 
colour of the underlying surface. Deck Varnish can also be 
used on garden furniture and other woodwork. It is not suit-
able as priming oil. Stir well! Find more advice & tips at lan-
dora.se  
 
 
 

Directions for use  
 
Apply Deck Varnish to a clean, dry surface. Clean older 
oiled or discoloured outdoor decking with Timber Deck 
Cleaner. Remove remains earlier oiling and loose wood 
particles. Avoid high-pressure rinsing. Apply in dry and mod-
erately warm weather. For best results without overlapping, 
treat along the lengths of the boards, one or two at a time.  
Warning! Rags with oil can self-ignite, and must be de-
stroyed or kept under water.  
 
Think about the environment: Do not pour leftover paint 
down the drain. Take all left-over oil, packaging and liquid 
from tool cleaning to your local recycling centre/collection 
point.  
Safety sheets will be sent to professional painters on re-
quest.  

Product data - Deck Varnish 

Package sizes:  
Deck Varnish is available 0.75 and 2.5 litre containers.  
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Technical data  
 
Application:  
Brush or rag.  
 
Coverage:  
Approx. 8-10 m²/ litre  
 
Drying time:  
Approx. 24 hours  
Number of treatments: 1 - 2 per year.  
 
Density:  
Approx. 0.83  
 
Dry content by volume:  
Approx. 30 %.  
 
Dilution / cleaning:  
White spirits free from aromatic hydrocar-
bons  

Product description  
 
Wood Oil 30 is based on cold-pressed raw linseed oil, stand 
oil and alkyd oil, and it contains paraffin.  
Wood Oil 30 is intended for outside treatment of pressure-
impregnated and previously untreated wood.  
Wood Oil 30 provides a water-repellent surface which pro-
tects the wood from  developing cracks and becoming dull.  
 
 
 

Directions for use  
 
Make sure that the surface is thoroughly cleaned and dry.  
Apply the Wood Oil generously with a brush or rag, and 
after approx. 15 minutes, wipe away excess oil with a clean 
rag. It may be necessary to repeat the treatment after a cou-
ple of days to saturate the surface.  
 
NB! Used rags, cotton waste etc. can self-ignite, and must 
be dealt with safely, e.g. under water.  

Product data - Wood Oil 30 

Package sizes:  
Wood Oil 30 is available in 3 litres containers. 
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Technical data  
 
 
Application:  
Brush or rag.  
 
Coverage:  
Approx. 8-10 m²/ litre  
 
Drying time:  
Approx. 24 hours  
 
Density:  
Approx. 1.05  
 
Dry content by volume:  
30 %  
 
Dilution / cleaning:  
Water  
 
 

Product description  
 
Wood Oil 30 W is a solvent-free wood oil consisting of na-
ture's own protective oils. The product is highly suitable for 
pressure-impregnated wood and previously untreated wood. 
The wood oil penetrates deep into the wood and forms a 
water-repellent surface which protects wood from forming 
cracks and becoming discoloured.  
 
 
 

Directions for use 
 
Clean the surface carefully.  
Apply Wood Oil generously with a brush or rag.  
Important: Wipe away excess oil with a lint-free cloth after 
15 minutes.  
If the wood is particularly dried out, it may be necessary to 
repeat the treatment after a couple of days. Do not apply 
more oil than the wood can absorb.  
 
NB! Used rags, cotton waste etc. can self-ignite, and must 
be dealt with safely, e.g. under water.  

Product data - Wood Oil 30 W 

Package sizes:  
Wood Oil 30 W is available 1 and 3 litre containers.  
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Technical data  
 
Application:  
Brush or rag.  
 
Coverage:  
Approx. 3-9 m²/litre depending on the absor-
bency of the wood.  
 
Drying time:  
At least 24 hours  
 
Density:  
Approx. 0.87  
 
Dry content by volume:  
63 %  
 
Cleaning:  
Aliphatic naphtha / white spirit  
 
 
 

Product description  
 
High quality China Wood Oil to provide strong protection for 
all types of wood. This wood oil is able to penetrate deeply 
and hinders discolouration and prevents cracks from form-
ing. 
Can be used both indoors and out – on furniture, floors, 
panels, windows and other woodwork. 
On clinkers the oil gives a fine, dirt-repellent surface with a 
beautiful lustre. Find more advice & tips at landora.se 
 
 

Directions for use  
 
The surface to be oiled must be solid, dry and thoroughly 
cleaned with a steel brush or by sanding. Apply the oil gen-
erously with a brush or sponge until the surface cannot ab-
sorb any more. After 20-30 minutes, wipe away excess oil 
with a rag or sponge. Allow to dry for approx. 24 hours be-
tween treatments.  
If several treatments are given, a varnish-like layer will form. 
Because of the product's high dry content (63%), it is not 
suitable as a primer before painting.  
Warning! Rags with oil can self-ignite, and must be de-
stroyed or kept under water.  

Product data - China Wood Oil 

Package sizes:  
China Wood Oil is available in 0.75 litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Matt  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approx. 12 hours (20�C). 
Leave at least 24 hours, but not more than 1 
week before painting over. 
 
Density:  
Approx. 1.32  
 
Dry content by volume:  
Approx. 40 %.  
 
Dilution / cleaning:  
Water  

 

Product description  
 
Wood Primer W is an easily spread product for priming 
wood used outdoors Wood Primer W penetrates well and 
reduces the tendency to warp under the effects of damp.  
 
Wood Primer W can be used for priming before applying a 
cover coat of Exterior Acrylic Finish or Oil Paint.  
 
 

Directions for use  
 
New wood:  
Treat with Priming Oil W, allow to dry for 24 hours, and then 
prime with Landora Wood Primer W.  
 
Previously painted wood:  
Remove loose paint. Treat bare wood areas with Landora 
Priming Oil W, allow to dry for 24 hours, and then prime with 
Landora Wood Primer W. Apply a top coat of the desired 
covering paint.  

Product data - Wood Primer W 

Package sizes:  
Wood Primer W is available in 1, 4 and 10 litre containers.  
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Technical data  
 
Application:  
Brush or rag.  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
At least 24 hours. This applies at 20°C, and 
drying time is longer at lower temperatures.  
 
Density:  
Approx. 0.81  
 
Dry content by volume:  
Approx. 15 %.  
 
Cleaning:  
White spirits free from aromatic hydrocar-
bons  
 
NB! To prevent self ignition,  used rags 
should be immersed in water.  
 
Leave at least 24 hours, but not more than 5 
days before painting over.  

Product description  
 
Priming oil is a thin, highly fluid oil intended for pre-treating 
unpainted wood, but it is also suitable for bare wood areas 
before repainting. Priming oil is formulated to give deep 
penetrating protection of the wood, and should be used to-
gether with Landora Wood primer V, Oil Paint or Exterior 
Acrylic Finish.  
 

 
Directions for use  
 
Clean the surface and apply Priming Oil generously with a 
brush or rag. After 15 minutes wipe away any excess oil. 
The next treatment should be given after at least 24 hours 
and not more than 5 days. Never apply priming oil if the 
surface is not completely dry, or the next layer of paint may 
crack.  
 
NB! It is very important to see that all cross-cut wood is 
saturated with priming oil.  

Product data - Priming Oil  

Package sizes:  
1 and 4 litres  
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Technical data  
 
Application:  
Brush and rag.  
 
Coverage:  
6-8 m²/litre  
 
Drying time:  
At least 24 hours.  
 
Density:  
Approx. 1.02  
 
Dry content by volume:  
15 %  
 
Cleaning tools : water  
 
WARNING: Contains drying oils. There is a 
risk that rags, cotton waste etc. soaked in 
the product may self-ignite. They should be 
immersed in water  

 

Product description  
 
Landora Priming Oil W is a low-viscosity, environment-
friendly oil with high penetration, i.e. the oil penetrates deep 
into the wood. We recommend that outdoor wood should be 
treated with Priming Oil W, which prevents the wood from 
absorbing moisture. Apply Priming Oil W regardless of 
which type of paint is to be used later for further priming and 
covering layers.  
 

Directions for use  
 
New wood and bare wood surfaces:  
Brush away loose particles.  
Brush Landora Priming Oil on generously. It is easiest to oil 
panel boards and fencing before they are erected. Saturate 
all cross-cut wood.  
Wipe away any priming oil that has not been absorbed after 
30 minutes.  
The next treatment should be given after at least 24 hours 
and not more than 2 weeks. Never paint on an oil-primed 
surface if it is not completely dry, or the next layer of paint 
may crack.  
 
NB! New, untreated wood must be treated not later than 
fourteen days after it is set up.  

Product data - Priming Oil W 

Package sizes:  
Priming Oil is available in 1 and 4 litre containers.  

 



Technical data  
 
Application:  
Brush, roller or spray  
 
Finish:  
Matt  
 
Coverage:  
Approx. 6-8 m²/ litre  
 
Drying time:  
Approximately 30 minutes at 20 ºC. Can be 
painted over after approximately 3 hours  
 
Density:  
Approx. 1.30  
 
Dry content by volume:  
42 %  
 
Dilution / cleaning:  
Water  

Product description  
 
Metal Primer Water Based is a primer for iron and metal. 
It provides an effective impervious film and protects against 
rust. 
Metal Primer W is formulated so that it can be painted over 
with the desired covering paint. 
 
 

Directions for use  
 
Clean the surface thoroughly, remove any rust with a steel 
brush, and clean away any grease and dust on the surface. 
For best adhesion, grind shiny surfaces matt. 
Apply a layer of Metal Primer Water Based and allow it to 
become completely dry. (If the surface was severely at-
tacked by rust, prime twice if possible.)  
Apply two coats of any covering coat you choose.  

Product data - Metal Primer W 

Package sizes:  
Metal Primer Water Based is available 0.75 litre containers.  
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Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
gloss  
 
Coverage:  
6-8 m²/litre  
 
Drying time:  
Surface dry approx. 4 hours. Next coat can 
be applied after approx. 12 hours. This ap-
plies at 20°C, and at lower temperatures the 
drying time is longer.  
 
Density:  
Approx. 1.2  
 
Dry content by volume:  
50%  
 
 
Dilution / cleaning:  
White spirits free from aromatic hydrocar-
bons  
 
 
NB! Slight differences in the colour may be 
seen from one batch to another, and it is 
therefore advisable to mix paint from tins 
with different batch numbers together.  

Product description  
 
Landora Door & Window paint is specially formulated for 
painting windows, doors, garden furniture and other carpen-
try products in exposed positions indoors or outdoors. Door 
& Window paint  is easy to brush on, with excellent flow 
qualities and adhesion. The paint forms a hard and very 
wear-resistant surface with a good effect against  algae and 
mildew.  

 
Directions for use  
 
For best results it is important that the surface to be painted 
is dry and has been thoroughly cleaned.  
 
New wood: Oil with Landora Priming Oil W. Saturate all 
cross-cut wood. Windows should be oiled before glazing. 
When the oil has dried, prime with Landora Wood Primer W 
and then apply two coats of  Door & Window paint. When 
painting windows, let the paint overlap 1 - 2mm onto the 
glass.  
 
Previously painted surfaces: Remove loose paint and 
sand any remaining painted areas to roughen them. Wash 
down the surface thoroughly with Algae & Mildew remover 
or Pre-paint Cleaner. Rinse carefully with water and allow to 
dry. Prime unpainted wood as above. Saturate all cross-cut 
wood. . Fill any cracks with Landora Window Putty. Paint 
bare wood areas with Landora Wood Primer W. Fill with 
putty as necessary when the primer has dried. Apply two 
coats of Window Paint. When painting windows, let the paint 
overlap 1 - 2mm onto the glass.  
 
NB! When painting outdoors, it is important to saturate all 
cross-cut wood completely before priming with Landora 
Wood Primer V.  

Product data - Door & Window Paint 

Package sizes:  
Door & Window paint is available in 1 and 
2.5 litre containers in white. 
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Technical data  
 
Application:  
Immersion, brush or spray.  
 
Coverage:  
6-8 m²/litre depending on surface absor-
bency  
 
Drying time:  
At least 24 hours  
 
Density:  
Approx. 0.89  
 
Dry content by volume:  
Approx. 40%.  
 
Cleaning:  
White spirits free from aromatic hydrocar-
bons  
 
Note:  
Landora Jetty & Sleeper oil is available in 
dark brown  

Product description  
 
Jetty & Sleeper Oil is based on alkyd oils and wood tar, and 
is effective as preventive protection for rough woodwork 
such as jetties and railway sleepers.  
 
 
 

Directions for use  
 
The product is ready for use and must not be diluted. The 
dark brown shade has limited durability. The timber must be 
dry and must not be treated with primers or the like.  
Jetty & Sleeper Oil can be applied by immersion for 15 min-
utes or brushing. Alternatively, spray on two coats. SHAKE 
WELL!  

 
 

Product data - Jetty & Sleeper Oil 

Package sizes:  
Jetty & Sleeper oil is available in 4-litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush or rag.  
 
Coverage:  
8-10m2/litre.  
 
Drying time:  
At least 24 hours.  
 
Density:  
Approx. 1.01  
 
Dry content by volume:  
Approx. 30 %.  
 
Cleaning: Water  
 
NB! Contains drying oils. 
Used rags, cotton waste etc. can self-ignite, 
and must be dealt with safely, e.g. under 
water. 

Product description  
 
Teak Oil W is produced for treating untreated or previously 
oiled teak  or higher grade wood species, for instance on 
outdoor furniture and doors. 
Teak Oil helps to preserve the wood and bring out its lustre. 
It provides a water-repellent surface which protects the 
wood from  developing cracks and becoming dull. 
 
 
 

Directions for use  
 
Make sure that the surface is thoroughly cleaned and dry. 
Apply Teak Oil generously with a brush or rag. It is impor-
tant to wipe away excess oil with a clean cloth after approx. 
15 minutes. For best results, teak for outdoor use should be 
treated once a year.  

Product data - Teak Oil W 

Package sizes:  
Teak Oil W is available in 1 litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
Semi-gloss  
 
Coverage:  
5-8 m²/litre.  
 
Drying time:  
Dust dry after approx. 6 hours. Can be 
painted over after 24 hours.  
 
Density:  
Approx. 1.1  
 
Dry content by volume:  
Approx. 48 %.  
 
Dilution / cleaning:  
White spirits free from aromatic hydrocar-
bons  
 
NB! Slight differences in the colour may be 
seen from one batch to another, and it is 
therefore advisable to mix paint from tins 
with different batch numbers together.  

Product description  
 
Metal Primer & Finish is a modern all-round paint that 
serves as both a primer or base paint and as a finishing 
coat. This paint has excellent adhesive properties and with-
stands outdoor conditions very well. Metal Primer & Finish 
contains a versatile rust protective pigment that prevents 
corrosion of steel surfaces and hinders saponification of 
paint on galvanised surfaces.  
 

Directions for use  
 
Preliminary treatment is extremely important for all rust-
protective paint Landora Metal Primer & Finish must not be 
diluted. Apply two coats to obtain the best results and long-
est life. When painting plated roofs, make sure that no mois-
ture is left, especially in the joints Avoid painting late in the 
day to ensure that no dew falls on the painted surface be-
fore it is dry, as this will cause dull patches and uneven 
gloss or flaking. For the same reason, do not apply paint in 
damp or misty weather conditions or on surfaces that are 
still damp with dew.  
 
Steel structures: To protect the simpler details and metal 
surfaces, a single coat of Landora Metal Primer & Finish is 
sufficient. Give the surface two coats of Landora Metal 
Primer & Finish if stronger rust protection is required.  
 
New galvanised plate: Cannot be painted until two years 
after installation.  
 
Seasoned galvanised plate, non rusted: Clean with Lan-
dora Pre-Paint Cleaner and if necessary with a stronger de-
greasing agent, and rinse thoroughly with water. Apply gen-
erously.  
 
Seasoned galvanised plate, rusted: Clean with Landora 
Pre-Paint Cleaner and if necessary with a stronger de-
greasing agent, and rinse thoroughly with water. Brush 
rusted surfaces carefully with a steel brush down to clean 
metal. Apply two coats of Metal Primer & Finish.  

Product data - Metal Primer & Finish 

Package sizes:  
Metal Primer & Finish is available in 1 and 2.5 litre con-
tainers.  
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Technical data  
 
Application:  
Brush, roller or spray. The best results are 
obtained with a good quality varnish brush.  
 
Finish:  
high gloss  
 
Coverage:  
Approx. 10 m²/ litre  
 
Drying time:  
Dust dry: Approx. 4 hours. 
Sandable: Approx. 24 hours. 
These times apply at 20°C, and drying time 
is longer at lower temperatures. 
 
Density:  
Approx. 0.91  
 
Dry content by volume:  
48% approx.  
 
Dilution / cleaning:  
White spirits free from aromatic hydrocar-
bons  

Product description  
 
Yacht varnish is a urethane-alkyd-based clear varnish suit-
able for all woodwork in both new and older boats. Yacht 
varnish has a water-repellent, weatherproof surface that 
resists cracking. It can also be used indoors.  
 
 

Directions for use  
 
New or cleaned wood:  
Sand with coarse sandpaper. For the first coat, dilute the 
varnish with 15-25% white spirits free from aromatic hydro-
carbons. For subsequent coats apply undiluted Yacht Var-
nish until the desired thickness is obtained. For best results, 
sand with fine sandpaper between coats.  
 
Previously treated wood:  
Scrape away any loose varnish and sand the surface until 
completely smooth. 
Wipe the surface, and continue as above. 
 
Avoid applying the varnish in strong sunlight. 
Protect the varnished surface from moisture until the varnish 
is dry. 
 
To avoid over-long drying time between coats, it is important 
not to apply layers that are too thick. Several thin coats will 
give the best results. 

Product data - Yacht Varnish  

Package sizes:  
Yacht Varnish is available in 1 and 2.5 litre containers.  
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Technical data  
 
Application:  
Masonry brush, roller or spray.  
 
Coverage:  
3-4 m²/litre.  
 
Drying time:  
1 hour at 20ºC.  
 
Binding agent:  
Finely sifted wheat flour  
 
Pigment: 
Amounts to 10% of the total weight 
 
Linseed oil:  
Amounts to 7% of the total weight  
 
Other added ingredients:  
ferrous sulphate  
 
Dilution / cleaning:  
Water  
 
STORE FREE FROM FROST!  

Product description  
 
Landora Falu Red is a water-based calcimine that contains 
natural pigment. Do not use Falu Red on planed surfaces or 
surfaces that have been painted with oil paint. 
 
Stir the paint before use. If the surface to be painted has 
been attacked by mildew or algae, clean with Landora Algae 
& Mildew Remover and allow to dry for at least 24 hours. 
Prime nail heads with Landora Metal Primer W to ensure 
good adhesion. Sand or file knots and dried resin.  
 
Falu Red must not be applied in thick layers. It may cause 
the colour to flake. Additionally, avoid painting surfaces 
warmed by the sun. The paint may flake if it dries to quickly. 
  
Cover doors and windows, drainpipes and foundations, and 
leave the protective covering in place until the colour is com-
pletely dry.  
Rain can wash the pigment  down until it is completely dry.  
Landora Falu Red is a perishable product, and should not 
be stored for too long (approx. a year). 
 
New, untreated wood must be painted within fourteen days 
after installation. 
 

Directions for use  
 
New woodwork:  
Scrape and brush the façade to clean away dirt and loose 
particles. 
Remove all dust. Apply a first coat of Landora Falu Red that 
has been diluted with 10-20% water. 
Complete with at least two coats of undiluted Landora Falu 
Red. Do not apply thicker layers than just enough paint to 
cover the surface. 
 
Old woodwork:  
 
Scrape away all old and loose paint. Use respiratory protec-
tion while cleaning! Wash down with Algae & Mildew Re-
mover. Paint with one coat of undiluted Landora Falu Red. 
Do not apply a thicker layer than just enough paint to cover 
the surface.  
 

Product data - Landora Falu Red 

Package sizes:  
Landora Falu Red is available in 10 litre containers.  
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Technical data  
 
Application:  
Brush, roller or spray.  
 
Finish:  
Matt  
 
Coverage:  
Approx. 3m²/ litre  
 
Drying time:  
Approx. 12 hours (20� C). Can be painted 
over after approx. 24 hours.  
 
Density:  
Approx. 1.2  
 
Dilution / cleaning:  
Water  
 
 
 
 

Product description  
 
Falu Red is paint for outdoor use untreated and un-planed 
timber and for repainting formerly whitewashed surfaces. It 
can also be used to paint dried-out varnished wood surfaces 
and old pressure-impregnated wood. The first coat may 
glide off or allow nail heads and knots to show through, but 
they will be covered by subsequent coats If there is any risk 
of mildew spores in the timber, it should be treated with a 
fungistatic cleaner.  
If you are planning to build a prefabricated house that you 
want to paint with Falu Red, it is important that you state 
when you order that the timber must not be planed or 
primed when it is delivered. Otherwise many house suppli-
ers will prime the timber with colour that makes it impossible 
to paint with a calcimine or whitewash.  
It is not possible to paint over façades that have previously  
been painted with oil-based paint or acrylates.  
 
 

Directions for use  
 
New surfaces:  
Prime with Falu Red that has been diluted with 10-
20% water. Wait for at least 24 hours before adding a 
further coat of undiluted paint. For best results apply 
paint as thinly as possible to achieve good coverage.  
 
Previously painted surfaces:  
Brush all dirt and loose pigment off the façade using a 
bass broom or steel brush. Finish off with a soft brush. 
Paint with undiluted colour wash. For best results ap-
ply paint as thinly as possible to achieve good cover-
age.  
 

Produktfakta - Falu Red 

Package sizes:  
Falu Red is available in 5 and 10-litre containers.  
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Technical data  
 
Application:  
Brush, sponge or rag.  
 
Dilution / cleaning:  
Gum turpentine or white spirits free from 
aromatic hydrocarbons.  

Product description  
 
Boiled Linseed Oil is a vegetable oil used for oiling woodwork, 
garden furniture, boats, jetties etc. that are not to be painted 
with  a top coat. Can be diluted with gum turpentine or ali-
phatic naphtha/white spirits.  
 
 
 

Directions for use  
 
Apply the linseed oil with a brush, sponge or rag. Drying time 
and coverage depend on the degree of dilution and the struc-
ture of the surface oiled. Wood treated with Boiled Linseed oil 
can normally be handled after 24 hours. A further treatment 
can be given after 2 - 3 days.  
 
WARNING! Contains drying oils. There is a risk that rags, 
cotton waste etc. soaked in the product may self-ignite. Used 
cloths, rags etc. should be immersed in water  

Product data - Boiled Linseed Oil 

Package sizes:  
Boiled Linseed Oil is available 1 and 5 litre containers. 
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Technical data  
 
Application:  
Brush, sponge or rag.  
 
Product composition:  
White mineral oil  
 
Flashpoint:  
> 165 °C  
 
Density:  
Approx. 0.8  
 
 

Product description  
 
Paraffin Oil is an odourless, colourless oil.  
 
Paraffin Oil can be used for oiling chopping boards, work-
tops and tables that come in contact with food.  
 
Can also be used to polish hardwood (teak, mahogany) and 
marble slabs.  
 
 

Directions for use  
 
Untreated wood:  
Sand or wash and degrease the wood surface.  
Allow to dry. 
Oil the wood with Paraffin Oil. 
Wipe away excess oil after an interval. 

 
�

 

Product data - Paraffin Oil 

Package sizes:  
Paraffin Oil is available in 0.33 litre containers.  
 

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 



Technical data  
 
Application:  
Spray or brush  
 
Density:  
1.05 g/cm³  
 
pH:  
11.0  
 
Storage:  
Store frost-free.  
 
 

Product description  
 
Landora Algae & Mildew Remover is a cleaning agent with a 
very powerful cleaning effect. Recommended for washing 
down all outdoor surfaces before painting, to remove dirt, 
algae and mildew effectively.  
 
 
 
 

Directions for use  
 
Apply by spraying or brushing. Allow to act for half an hour, 
then work over the surface with a brush. Rinse with plenty of 
water, especially on glass surfaces, to prevent corrosion or 
encrustation. Use a high-pressure spray on wood. If the 
surface is severely affected, leave the product to act for 
longer, up to 24 hours, before washing off. For lighter clean-
ing, the product can be diluted with up to five parts of water.  
 
Landora Algae & Mildew Remover is environment friendly 
and easily biodegradable. However, avoid spraying the con-
centrated liquid on plants.  

Product data - Algae & Mildew Remover 

Package sizes:  
Algae & Mildew Remover is available in 1 and 5 litre  
containers.  
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Technical data  
 
Application:  
Brush, rag or spray.  
 
Density:  
1.10 g/cm³  
 
Further details:  
Fluid  
 
pH concentrated:  
Approx.  11  
 
pH 1% dilution for use:  
Approx. 10.5  
 
Storage:  
Store frost-free.  
 
 

Product description  
 
Landora Pre-Paint Cleaner is a slightly alkaline cleaning and 
degreasing agent to prepare painted surfaces before re-
painting, and to clean brushes etc.  
 
 

Directions for use  
 
Moisten a sponge or rag with the cleansing agent and wash 
down the surface to be painted. Then wipe away the clean-
sing agent with a cloth moistened with water.  

Product data - Pre-Paint Cleaner 

Package sizes:  
Pre-Paint Cleaner is available in 1 litre containers.  
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Technical data  
 
Application:  
Brush, roller or spray.  
 
Coverage:  
Approx. 10-12 m²/ litre  
 
Density:  
1.06 g/cm³  
 
pH concentrated:  
Approx. 13  
 
pH 1% solution:  
Approx. 12  
 
 
 

Product description  
 
Landora Timber Deck Cleaner is an effective alkaline clean-
ing agent for use on all types of wood decking.  
 
Landora Timber Deck Cleaner removes layers of dirt, algae, 
mildew and old wood oil.  
 
Do not use the product on hard wood that can be discol-
oured.  
 
 

Directions for use  
 
Apply Timber Deck Cleaner with a broom, brush or spray. 
Allow to act for approx. 10 minutes without drying, and then 
wash off with water and a broom. Rinse thoroughly, as the 
product has a negative effect on oil.  
 
Protect garden plants. The product can etch glass and alu-
minium, and affect other sensitive surfaces.  
 
NB! Use suitable protective gloves and goggles or face pro-
tection.  

Product data - Timber Deck Cleaner 

Package sizes:  
Timber Deck Cleaner is available 1 and 2.5 litre containers.  

Landora Färgindustri AB, Box 157, SE-261 22 Landskrona, Sweden Tel.: +46 0418-449880, E-mail: kontakt@landora.se, Web: www.landora.se 
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Technical data  
 
Application:  
Brush, roller or glue applicator  
 
Coverage:  
Approx. 5m²/litre  
 
Density:  
Approx. 1.04  
 
Workable interval:  
Approx. 20-30 minutes.  
 
Dry content:  
Approx. 14 %.  
 
Dilution / cleaning:  
Water  
 
 

Product description  
 
Landora Glass Fibre & Wallpaper Adhesive is a starch PVAc-
based adhesive primarily for hanging woven glass fibre and wall 
coverings in dry areas. It can also be used for vinyl and struc-
tured vinyl wall coverings with paper backing.  
The adhesive forms a colourless layer and adheres well to most 
underlying surfaces, e.g. particle board, wood fibre board, gyp-
sum wallboard, old wallpaper, plaster etc. However, it is not suit-
able for use on plastics.  
 
 
 

Directions for use  
 
The surface must be clean, solid and dry. Make sure that previ-
ously papered walls are smooth. Sand joints and uneven areas, 
and fill if necessary. Structured and vinyl wall coverings should 
be removed completely. Clean painted surfaces with Landora 
Pre-Paint Cleaner to remove dirt and grease. The surface must 
be completely dry before you begin to hang wallpaper.  
 
Fill and sand absorbent surfaces such as concrete, plaster and 
light concrete surfaces and then pre-glue the entire surface with 
diluted Landora Glass Fibre & Wallpaper Adhesive (1 part adhe-
sive and 1 part water). Pre-glued surfaces must be dry before 
glue for actual hanging is applied.  
 
Spread the adhesive on the surface or on the wall covering with 
a roller according to the wallpaper manufacturer's instructions. 
Do not be too sparing with the adhesive - remember that differ-
ent underlying surfaces may absorb in different ways. Every cm2 

must be covered with effective adhesive.  
 
When hanging the covering, it is important to avoid air pockets 
between the wall surface and the covering. Smooth it with a 
steel or plastic spatula from the centre out towards the edges to 
press the air out.  
 
Excess adhesive on the wall covering can easily be removed 
with a damp rag.  

Product data - Glass Fibre & Wallpaper Adhesive 

Package sizes:  
Glass Fibre & Wallpaper Adhesive is available in 1 and 5 litre 
containers.  
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Technical data  
 
Application:  
Brush, roller or glue applicator  
 
Coverage:  
On paper: 5 m² / litre approx.  
 
Workable interval:  
Approx. 20-30 minutes.  
 
Dry content:  
Approx. 14 %.  
 
Dilution / cleaning:  
Water  
 
 
 
 
 

Product description  
 
Landora Wallpaper Paste is a ready-mixed dispersion adhe-
sive for hanging paper and non-woven wall coverings in dry 
areas. The paste is produced for use in a pasting machine, 
but can also be used like ordinary wallpaper paste. The ad-
hesive is transparent at the joints, is fast drying and adheres 
very well to most surfaces. The paste will not adhere to vinyl 
or plastic surfaces.  
 
 

Directions for use  
 
The surface must be clean, solid and dry. Make sure that 
previously papered walls are smooth. Sand joints and un-
even areas, and fill if necessary. Structured and vinyl wall 
coverings should be removed completely. Clean painted 
surfaces with Landora Indoor Pre-Paint Cleaner. The sur-
face must be completely dry before you begin to hang wall-
paper.  
 
The wallpaper paste can be applied to the length of wall 
covering or to the wall. Follow the instructions from the wall-
paper manufacturer. Use a damp cloth to remove excess 
paste from the wallpaper.  

Product data - Wallpaper Paste 

Package sizes:  
Wallpaper Paste is available in 5 litre containers.  
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Technical data  
 
Application:  
Brush, roller or glue applicator  
 
Coverage:  
On paper wall covering: 4-6 m² / litre approx. 
(dilute 30%)  
Woven glass fibre: 4 m² / litre approx.  
 
Workable interval:  
Approx. 20-30 minutes.  
 
Density:  
0.98-1.03  
 
Dry content:  
Approx. 15 %.  
 
Dilution / cleaning:  
Water  
 
 
 
 
 

Product description  
 
Landora Glass Fibre Wall Covering Adhesive is produced 
for hanging woven glass fibre, vinyl wall coverings with 
woven or paper backing and linen or cotton fabric with paper 
backing. The adhesive adheres very well to most surfaces, 
e.g. mineral white wall boards, chips or wood shavings, but 
it also adheres well to plaster and old wallpaper. It does not 
adhere to plastic, however.  
 
 
 

Directions for use  
 
The more thorough preparations have been made, the bet-
ter the result will be. Always begin therefore by removing 
loose remnants of wall covering, and cut away old coverings 
in the corners. Remove old vinyl wallpapers or vinyl layers. 
The surface must be clean, solid and dry.  
 
Wash painted surfaces with Landora Pre-Paint Cleaner and 
rinse thoroughly. Allow to dry. Sand down primed surfaces. 
Glue joint strips over joints between wall elements and and 
fill the joints. Fill and sand concrete, plaster and light con-
crete surfaces and then pre-glue the entire surface with Lan-
dora Glass Fibre Wall Covering Adhesive.  

Product data - Glass Fibre Wall Covering Adhesive 

Package sizes:  
Glass Fibre Wall Covering Adhesive is available in 5 and 
15 litre containers.  
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Technical data  
 
Colour:  
White:  
 
Solvent:  
Water  
 
Filling capacity:  
0-3mm  
 
Grain size:  
Max. 0.12mm  
 
Density:  
Ca 1.2  
 
Drying time:  
2-3 hours 
Can be painted over after 24 hours. 
 
Cleaning tools:  
Water  
 
Storage:  
1 year in unopened packaging. Protect 
against frost!  
 
 

Product description  
 
Landora Light Putty/Filler is a fine-grained, water-based 
covering filler suitable for use on plasterboard, fabric, old 
wallpaper and the like.  
 
Landora Light Putty/Filler forms an excellent surface, e.g. 
when filling over screw holes and joints between plaster-
boards or wallpaper and repairing minor damage. The filler 
is easily workable, has good filling body and forms a surface 
that is easy to sand and paint.  
 
 
Directions for use  
Apply Landora Light Putty/Filler by hand with a wide filling 
knife or steel scraper. The product adheres well to concrete, 
plaster, mineral white and wallpaper in dry rooms.  
 
When Landora Light Putty/Filler has dried and needs sand-
ing, a protective face mask and goggles should be worn.  

Product data - Light Putty/Filler 

Package sizes:  
Light Putty/Filler is available in 0.5 litre, 5 and 10-litre  
containers.  
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Technical data  
 
Colour:  
Light grey  
 
Solvent:  
Water  
 
Filling capacity:  
0-4mm  
 
Grain size:  
Max. 0.2mm  
 
Density:  
Approx. 1.05  
 
Cleaning tools:  
Water  
 
Storage:  
1 year in unopened packaging. Protect 
against frost!  
 
Note:  
A protective face mask and goggles should 
be worn when sanding the filler.  

Product description  
 
Landora Light Hand Filler is a water-based all-round filler 
that is especially suitable for spreading and smoothing joints 
with strips on between plasterboards and filling seams in 
wallpaper. For use in dry areas. Also suitable for repairing 
damage to walls and ceilings. The filler is easily workable 
and has a good filling body. The surface is easy to sand.  
 
 

Directions for use  
 
Apply Landora Light Hand Filler by hand with a wide filling 
knife or steel scraper. The product adheres well to concrete, 
plaster, mineral white and wallpaper in dry rooms.  
 
Allow to dry for approx. 2-3 hours at room temperature. 
Dried through after 24 hours. The drying time may vary, 
depending on the underlying surface,  temperature, humidity 
etc.  
 
When Light Hand Filler has dried and needs sanding, a pro-
tective face mask and goggles should be worn.  

Product data - Light Hand Filler 

Package sizes:  
Light Hand Filler is available in 5 and 10 litre containers.  
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Technical data  
 
Colour:  
Bluish   
 
Solvent:  
Water  
 
Filling capacity:  
0-4mm  
 
Grain size:  
Max. 0.15mm  
 
Drying time:  
Approx. 2-3 hours, depending on surface, 
temperature and humidity. Can be painted 
over after 24 hours.  
 
Density:  
Approx. 1.05  
 
Cleaning tools:  
Water  
 
Storage:  
1 year in unopened packaging. Protect 
against frost!  

Product description  
 
Landora Light Putty Filler/Wet Rooms is a water-based all-
round filler for walls and ceilings. For use indoors to spread 
as filler, to smooth joints along the joint strips on plaster-
board, evening out seams on wallpaper and filling to repair 
minor damage. Landora Light Putty Filler/Wet Rooms fulfils 
the requirements for filling work in wet rooms.  
 
 

Directions for use  
 
Apply Landora Light Putty Filler/Wet Rooms by hand with a 
wide filling knife or steel scraper. The product adheres well 
to concrete, plaster and mineral white.  
 
When the wet room filler has dried and needs sanding, a 
protective face mask and goggles should be worn.  

Product data - Light Putty Filler/Wet Rooms 

Package sizes:  
Light Putty Filler/Wet Rooms is available in 0.5 and 5 litre 
containers.  
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Technical data  
 
Colour:  
White:  
 
Solvent:  
Water  
 
Grain size:  
Max. 0.030mm  
 
Drying time:  
Approx. 1 hour when 1mm thick  
 
Adhesion:  
Strong adhesion to wood  
 
Density:  
Approx. 1.75  
 
Cleaning tools:  
Water  
 
Storage:  
1 year in unopened packaging. Protect 
against frost!  

Product description  
 
Landora Interior Timber Filler is a fine-grained, water-based 
filler that carries paint well. Suitable for filling on doors, 
beading, furniture and other woodwork in dry areas. The 
filler is workable for a good interval, which means it is suit-
able  for filling on large areas, such as spreading as filler on 
a door leaf.  
 
 

Directions for use  
 
Pre-treatment:  
The surfaces for application must be clean and free of 
grease, dust etc.  
 
Apply Landora Interior Timber Filler by hand with a wide 
filling knife or steel scraper.  
 
The drying time is approx. 1 hour for a layer 1mm thick.  
 
When Interior Timber Filler has dried and needs sanding, a 
protective face mask and goggles should be worn.  

Product data - Interior Timber Filler 

Package sizes:  
Interior Timber Filler is available in 190 ml and 0.5 litre 
containers.  
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Technical data  
 
Type: polymerised vegetable oils and high-
molecular plasticisers  
 
Colour: natural  
 
 
Typical values  
 
Penetration: natural tin:145-165 1/10mm, 
natural cartridge:215-240 1/10mm  
 
Density:  
Approx. 2.00 (tin).  
Approx. 1.70 (tube)  
 
 
Instructions for use  
 
Colour stability:  
good, needs no cover coat  
 
Drying time:  
Can be painted over after 24 hours. The 
colour should extend 1-2mm onto the glass  
 
Adhesion and shrinking:  
no cracks form  
 
Storage  
12 months in unopened package  
 
Cleaning tools:  
Landora Aliphatic naphtha/white spirits  

Product description  
 
Landora Window Putty is made from polymerised vegetable 
oils and high-molecular plasticisers, which means that there 
is very limited migration of binding agents from the putty to 
the wood of immersion-primed or glaze-paint treated win-
dow frames. Additionally, excellent adhesion is obtained to 
glass, wood and metal. Elasticity 4% under tension or pres-
sure. Does not crack.  
Landora Window Putty is produced with pre-dispersed pig-
ment and is vacuum processed (i.e. free of trapped air).  
 

Areas of application  
 
Landora window putty is special non-hardening putty de-
signed for window glazing. Landora window putty is avail-
able in 1.3 litre cartridges designed for window glazing. The 
putty can be applied to most immersion-primed  and glaze-
paint treated window frames. Tests should be made if in 
doubt.  
 

Directions for use  
 
Both glass and the frame should be clean and free of dirt, 
moisture, grease etc. Prime bare wood surfaces with Lan-
dora Priming Oil W.  
Wash teak frames with T-red before priming. Steel frames 
must be treated to protect them from rust. Remove the pro-
tective coating from aluminium frames, and then de-grease 
with T-red. Putty should not be applied at temperatures be-
low +5°C.  
In situations where the putty becomes hard because of the 
cold, it can he warmed, e.g. by lowering it into warm water 
or storing it in a warm place. Remember that warming will in 
many cases take a long time.  

Product data - Window Putty 

Package sizes:  
Window Putty is available 1 and 0.5 litre containers.  
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